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MINAMOTO’

Typical Characteristics

NiMH Cylindrical Battery

Website:

e-mail:

www.minamoto.com

info@minamoto.com

High Power type

Size: SC

Model: MH-2400SC/HP

Specifications
Nominal Voltage (V) 1.2V
Discharge rate C/5 1C
Capacity Norminal (mAh) 2400 2160
Typical (mAh) 2450 2205
. _ Diameter (mm) 225732
Dimension - 08
Height (mm) 42.5703
Standard 240mA x 15 hrs
Charging Quick 2400mA x 1.2 hrs
Tra=55°C - AV = 5~8mV
2 Standard Charging 0 ~45°C
£3 5 |_Rapid Charging 10 ~ 40°C
g é"b Discharging -20 ~ 60°C
2 Storage -20 ~ 35°C

Internal Resistance

=9m Ohm (upon 50% discharge)

Weight Approx.52g
Cuff-off Voltage (V) 1.00
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Charging: 2400mA (1C) x 1.2 hrs
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Minamoto Battery Ltd. FlatA-6, 8/F., Mai Hing Industrial Building, 16-18 Hing Yip Street, Kwun Tong, Hong Kong. Tel: (852) 2793 4790 Fax: (852) 2793 4932
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Temperature 20°C

Charging: 480mA (0.2C) x 7 hrs
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Temperature 25°C

Charging: 480mA (0.2C) x 7 hrs
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Discharge Time (hours)
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Temperature 25°C
Charging: 2400mA (1C) x 1.2 hrs
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